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DN-NVRCHSEP4

NVR 8 CANAIS / 4 POE 1 SATA

O NVR DN-NVRCHB8EP4 ¢ ideal para instalagdes de pequeno a médio porte, suportando até 8
canais de entrada. Com saida HD de 2MP (1920x1080) e suporte a compressdo de video
H265/H264, oferece imagens nitidas e eficiéncia de armazenamento. Possui 1 slot SATA para HD
de até 8 TB de armazenamento e 4 canais PoE integrados para facilitar a instalacdo de cameras IP.

ESPECIFICACAO:
-Modelo: DN-NVRCHS8EP4

Video/Audio Entrada
-IP Video Input: 8-ch

Conexao

Incoming Bandwidth:72Mbps

Outgoing Bandwidth: 48Mbps

Remote Users: 128

Protocols: TCP/IP, HTTP, HTTPs, SMTP, DHCP, FTP,DDNS, RTSP, NTP, UPnP

Video/Audio Saida
Saida HDMI HDMI: 1920x1080, 1280x1024, 1280x720, 1024x768
Resolucao de Gravagao 8MP/ 5MP/ 4MP/ 3MP/ 1080p/ 1280x1024/ 960p/
720p/ D1/ CIF
Saida de Audio N/A
Two-way Audio N/A
Compressdo de Audio G.711A, G.711U
Synchronous Playback 4-ch
Live view display 1/4/6/8/9
Decodificacao
Formato H.265+/H.265/H.264+/H.264
Live view/Playback 8MP/ 5MP/ 4MP/ 3MP/ 1080p/ 960p/ 720p/ D1/
2CIF/ CIF
Capability 1x 8MP@30,1 x 5SMP@30, 2 x 4AMP@30, 2 x
3MP@30, 4 x 1080p@30, 8 x 720p@30, 16 x
k D1@25
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DN-NVRCHS8EP4
NVR 8 CANAIS / 4 POE 1 SATA

Disco Rigido
SATA
Capacity

Smart
Smart Event

Alarm Geral
Alarme Geral

Alarme de Alerta

Interface Externa
Network Interface
USB Interface
Alarm In

Alarm Out

Serial Interface

1 SATA interface
Up to 10TB

Deteccao de Intrusao, Deteccao de Cruzamento
de Linha,Loitering Detection,People Gathering
Detection

Movimento, Tamper, Detec¢ao de Corpo Humano,
Perda de Video, Entrada de Alarme

Conflito de IP, Rede Desconectada, Disco Offline,
Disco Anormal, Disco Rigido Cheio, Gravacao
Anormal

1 RJ-45 10M/100M
Rear panel: 2 x USB2.0
N/A

N/A

N/A
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DN-NVRCHS8EP4
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PoE

Interface
Max Power

Geral
Fonte de Alimentacao

Working Environment

Dimensodes (WxDxH)
Peso (peso HDD)
Material Principal

NVR 8 CANAIS / 4 POE 1 SATA

4 RJ45 10M/100M

Max 30W for single port

Max 50W in total

48V DC

Power Consumption: <6 W (without HDD)
-10°C ~ + 55°C (+14°F ~ +131°F), Humidity < 90%

RH (non-condensing)

200mm x 175mm x 40mm

< 1.5Kg
METAL
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